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UL F# /UL Standard: [ B [ C D
Wi BIR/HBH /Rated Voltage(V)/Current(A) | i i
IEC #xi/IEC Standard _—
mERF] /Overvoltage Category/¥5
% /Pollution Degree m/3 / /
AR/ /Rated Voltage(V)/Current(A)
ek (KV) /Rate Impulse Voltage(KV) 6.0
ﬁﬁﬁ\aoazo Tightening(N- m/Lb.in)
RRIKER) /Wire Range(rigid and 0.14~T5
:m ble)(mm?/AWG) 26~16 &14(S0L)
3.5
BWW\mSUQE length(mm) 8-10
¥ /Operating temperature('C) -40~+105
" »?ﬁ&ﬁﬂ% Conform to RoHS Yes
% /Standard color number: /
RAL
MATERIAL: \ 4 SURFACE: \
5 | Grounding Copper alloy |Sn Plated MAT NO.: / v THEESRBETFERAR
4 | Current carrier Copper Sn Plated STATUS: \ DEGSON® NINGBO DEGSON ELECTRICAL CO., LTD
3 | Spring Stainless steel APPD: Li GL 2020.04.03 | NAME:
2 [ Button PAG6—GF__| UL94V—0 0 Mao J 2020.04.03 | DS1.5-QU-PE-01P—1C—00A(H)
1 | Housing PAGG UL94V-0 DRFT:  MEK 2019.08.27 | DRAWNG No.. DS1.5-QU—-PE-CO1 REV [ TO
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