FOR—1754 Rev.1.1 2 3 5 6
, FEAH /Ceneral tolerances(mm) A
Q >3 >6 | >10 | >18 | >30 | >50 | >80 |>120|>180>250 | >315 | >400
~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ |>500| 0.1/10
3 6 10 18 30 50 80 | 120 | 180 | 250 | 315 | 400 | 500 =
+0.12(+0.18|40.22|£0.26| £0.31(+0.37|+0.57(£0.80{£0.93|£1.05|+1.15|£1.60|£2.20|£2.50 12
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UL ##/UL Standard:

[ B C D

5 Bk /M#,/Rated Voltage(V)/Current(A)

[600/20[600/20] 600/5

IEC & \,mo Standard:

1

REEHEH /Overvoltage Category /TR
@ /Pollution Degree m/s / /
& BJE/®# /Rated Voltage(V)/Current(A) 800/24
EfkPEE(KV) /Rate_Impulse Voltage(KV) 8.0
Tl (BEAKE) /Wire Range(rigid and 0.2~2.5&4(SOL)/
flexible)(mm’/AWG) 26~12
MK E/Stripping length(mm) 10-12
E¥iE /Operating temperature('C) —-40~+105
P ERIISHREER /Conform to RoHS Yes
MATERIAL: \ 4 SURFACE: \
wivo:/ 7 FHARE T ARAT
4 | Current carrier | Copper Sn plated STATUS: \ DeGSON® NINGBO DEGSON ELECTRICAL CO.,LTD
3 | Spring Stainless steel APPD: Li GL 2020.03.27 | NAME:
2 | Button PAB6—GF | UL94V—0 CHD: Ma EK 2020.03.27 DS2.5-QU-01P-1Y-00A(H)
1 | Housing PAGG uL94v-0 DRFT: Huang Sh 2017.09.20 | DRAWING NO..  DS2.5-QU-CO1 REV | DO-5
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