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REVISION RECORD
REV| ECN |  DESCRPTION | DRFT | DATE H
NOTEST:
| A UL Standard
i { [ o 1.Rated voltage/current : 600V / 25A |-
m}@ @ o) 2.Withstanding voltage : AC2200V/1Min.
T 3.Torque value : M2.5 , 3.54Lb.in
4 Wire range : 26~12AWG G
2
IEC Standard
Pollution degree 3
Overvoltage category Juig —
Rate impulse voltage(KV) | 8.0KV
Rate voltage(V) 800V
3 i — Rate current(A) 24A P
I 2.Torque value : M2.5 , 0.4N-m
4 3.Wire range : 0.2~2.5mm?
€D NOTES2: =
1.Dimension shall be interpreted per
1 — | I ASME Y14.5—2009
o 2.Pitch : 5.10mm, Poles : 01P E
< D 'E“&"“’“ cmus 3.Stripping length : 8~9mm
- | = _E 5 4.Operating temperature: —40°C~+105C
N emmt AW zenz 5.Undimensioned tolerances:
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4 | Cage Steel M2.5/Zn plated
DC2.5 - O‘IP - 1Y —-12A (H 3 | Current carrier | Copper alloy|Sn Plated[—
L[}ROHS) 2 | Screw Steel M2.5/Zn plated
12A (Customer Request) 1 | Housing PABG uLS4v-0 1B
(Series No.) ( Poles)(Smg}e Pitch) (Color):1.(Grey) ITEM| NAME OF PART | MATERIAL NOTES
2.(Blue : .
3.§smc2) PART oz / v FHUBAETHRAT
4.(Green) 0 DEGSON®  NINGBO DEGSON ELECTRICALCO,, LTD |~
5.(Orange) 8 Apro: A)nm.?ol&(&?( NAME:
6.(Red) gmm: Mz %3"}' kg DC2.5-01P-1Y-12A(H)
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